NOTES:
1. ALL POLES TO BE HOT-DIP GALVANIZED BY MANUFACTURER OR PRIME PAINTED BY MANUFACTURER AND FINISH PAINTED BY CONTRACTOR PER SPECIFICATIONS AND AS REQUIRED BY THE ENTITY.
2. HANDHOLE COVERS SHALL BE MOUNTED WITH TAMPER-RESISTANT SCREWS.
3. PHOTOEYE MAY NEED TO BE AFFIXED TO POLE CAP FOR STREET NAME SIGN ACTIVATION.
4. MULTI-SIDED POLE AND MAST ARM WITH A MINIMUM OF 16 SIDES MAY BE USED IF DIRECTED BY THE ENTITY ENGINEER.
5. POLES DESIGNED PER SPECIFICATION OF LATEST A.A.S.H.T.O. 60-90 MPH WINDS.

FOR OTHER DETAILS SEE DRAWING NO. 808 SHEETS 2 & 6.
FOR "H" TYPE FOUNDATION SEE DRAWING NO. 721.

AGENCY APPROVED

SPECIFICATION REFERENCE

UNIFORM STANDARD DRAWINGS
CLARK COUNTY AREA

TYPE XX
20 FT. SIGNAL POLE
(45 FT. OR LESS MAST ARMS)

DATE 07-01-17  DWG. NO.  812  SHEET  1 OF 2