SECTION 631
STREET NAME SIGNS

631.01.01 GENERAL
A. The Non-illuminated street name signs, mounting post, location, fabrication, and installation shall conform to these specifications and any specifications referred to as part of this specification.

631.01.02 STREET NAME SIGN FACES
A. The legend shall include the name of the street with proper suffix, ordinal, and block number as assigned by the responsible agency for that jurisdiction, all in accordance with the Standard Drawings.

631.02.01 GENERAL
A. The finished face shall be applied to an aluminum sign blank conforming to the Standard Drawings.

631.02.02 SIGN LEGEND
A. The legend shall be made by 1 of the following 3 methods:

1. By reverse screening with green (blue for the City of North Las Vegas) transparent ink on a white wide-angle prismatic retroreflective sheeting that conforms to the material specified in Subsection 716.03.01, "Reflective Sheeting," Class-6. When this method is used, the block number on the sign face may be 2-inch numerals, die-cut from white conforming to the material specified in Subsection 716.03.01 "Reflective Sheeting," Class-6, white, using pressure-sensitive adhesive.

2. By applying white die-cut letters to green (blue for the City of North Las Vegas) wide-angle prismatic retroreflective sheeting that conforms to the material specified in Subsection 716.03.01 "Reflective Sheeting," Class-6.

   a. When this method is used, the letters and numerals shall be die-cut from white sheeting conforming to the material specified in Subsection 716.03.01, "Reflective Sheeting," Class-6, white, and shall be applied using pressure-sensitive adhesive.

   b. The sign fabricator shall supply the Contracting Agency with a written guarantee of workmanship in compliance with Section 716 "Sign Materials", stating that any lettering that peels or loosens from the sign face within 5 years the life requirement will be repaired, or the sign replaced, free of charge at the Contracting Agency.

3. By applying green (blue for the City of North Las Vegas) electronic cuttable transparent overlay film to white wide-angle prismatic retroreflective sheeting that conforms to the material specified in Subsection 716.03.01, "Reflective Sheeting," Class-6.
631 STREET NAME SIGNS

03CONSTRUCTION

631.03.01 STREET NAME SIGN INSTALLATION
A. The fabricated signs shall be installed using the hardware and piping as shown on the Standard Drawings and as specified in Subsection 716.03.06, “Sign Hardware, Post,” and Related Materials.”
B. The signs shall be installed on the corners of the intersection as indicated on an approved plan. Further, the signs shall be located on the P.C. line as indicated in the Standard Drawings.

631.03.02 EXCEPTIONS
A. No exceptions to the above specifications shall be allowed without prior written consent from the Contracting agency.

04METHOD OF MEASUREMENT

631.04.01 MEASUREMENT
A. The quantity of street signs measured for payment will be the number of complete signs in place.
B. All measurements will be made in accordance with Subsection 109.01, "Measurement of Quantities."

05BASIS OF PAYMENT

631.05.01 PAYMENT
A. Payment for street name signs shall be for each complete sign in place.
B. All payments will be made in accordance with Subsection 109.02, "Scope of Payment."
C. Payment will be made under:

<table>
<thead>
<tr>
<th>PAY ITEM</th>
<th>PAY UNIT</th>
</tr>
</thead>
<tbody>
<tr>
<td>Street Name Sign</td>
<td>Each</td>
</tr>
</tbody>
</table>

Effective 7/1/12