SPECIAL NOTE:
Pole shall
not be drilled
for clamshell
until after
installation
of pole.

TOP SECT. A-A

PEDESTRIAN HEADS = 9'-6"

TRAFFIC SIGNAL HEADS = 10'-6"

MESSAGE HEADS AND 2 COLOR
PEDESTRIAN HEADS = 7'-6"

( NO SCALE )

PUSH BUTTON DRILLING DETAIL

SIDE BRACKET DRILLING DETAIL

POLE PLATE DRILLING DETAIL

NOTES:
1. DRILLING OF POLE TO BE ORIENTED ACCORDING TO POLE LAYOUT, SPECIFICATIONS, AND ENGINEER.
2. DIMENSIONS ARE FROM SIDEWALK LEVEL.
3. DIMENSIONS ARE TO WIRE INLET HOLE ONLY. USE MANUFACTURER'S TEMPLATE TO LOCATE ALL OTHER HOLES.
4. ALL HOLES ARE TO CONFORM TO MANUFACTURER'S RECOMMENDATIONS.
5. PEDESTRIAN SIGNAL HEADS SHALL BE MOUNTED WITH THE BOTTOM OF THE SIGNAL HOUSING INCLUDING BRACKETS AND
   PLUMBING NOT LESS THAN 7' NOR MORE THAN 10' ABOVE SIDEWALK LEVEL. TRAFFIC SIGNAL HEADS SHALL BE MOUNTED WITH
   THE BOTTOM OF THE SIGNAL HOUSING INCLUDING BRACKETS AND PLUMBING NOT LESS THAN 10' ABOVE SIDEWALK LEVEL.