MILL AND OVERLAY 1" UTACS UNLESS OTHERWISE REQUIRED BY THE ENTITY. REMOVE AND REPLACE ASPHALT PAVEMENT IF EXISTING ASPHALT PAVEMENT IS 2" THICK, OR LESS.

ASPHALT PATCH TO MATCH CONTIGUOUS SECTION AND SHALL BE NO LESS THAN 2".

LONGITUDINAL CUT RESTORATION

MIN. RESTORATION LIMITS UNLESS OTHERWISE DETERMINED BY ENTITY. PLAN CHECK, WITH FINAL LIMITS SET BY FIELD INSPECTOR.

NOTES:
SEE DWG. 500AL SHEET 2 OF 2
NOTES:

1. IF THERE IS A MEDIAN, RESTORATION MAY BE LIMITED TO THE AREA BETWEEN C & G AND THE MEDIAN CURB.
2. WHEN EXISTING PAVEMENT IS 2" THICK OR LESS, PAVEMENT WITHIN THE RESTORATION AREA SHALL BE REMOVED AND REPLACED IN KIND AS REQUIRED BY THE ENTITY.
3. IF SAWCUT LINE IS WITHIN FIVE FEET OF EDGE OF EXISTING ASPHALT CONCRETE SURFACE OR EXISTING SAWCUT LINE, MILL AND OVERLAY OR REPLACE TO THAT EDGE.
4. PAVEMENT RESTORATION AREA SAWCUT LINES SHALL NOT FALL WITHIN STREET INTERSECTION.
5. IF CUT IS WITHIN A LANE, PAVEMENT RESTORATION MUST EXTEND TO THE NEXT LANE LINE.
6. THE ENTITY'S REQUIREMENTS TAKE PRECEDENCE OVER ANY MINIMUM REQUIREMENTS SHOWN HEREON.